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Description External 
Diameter 

Base Plate 
Diameter 

Spigot 
Length 

PVC Vertical Outlet 50mm 300mm 320mm 

PVC Vertical Outlet 56mm 300mm 320mm 

PVC Vertical Outlet 63mm 300mm 320mm 

PVC Vertical Outlet 75mm 300mm 320mm 

PVC Vertical Outlet 90mm 380mm 320mm 

PVC Vertical Outlet 95mm 380mm 320mm 

PVC Vertical Outlet 110mm 380mm 320mm 

PVC Vertical Outlet 125mm 380mm 320mm 

PVC Vertical Outlet 160mm 380mm 320mm 

Description 
l/s Flow Rate @ 

35mm Head of Water 

PVC Vertical Outlet D50 1.1
PVC Vertical Outlet D75 4.0

PVC Vertical Outlet D90 5.3 

PVC Vertical Outlet D125 5.55 

PVC Vertical Outlet D160 5.6 
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Product Information 
Pre-formed vertical drop outlets manufactured 
from injection moulded PVC 

Provide a secure hot air welded solution to roof 
top drainage when used in conjunction with 
Armourplan membranes. 

. 

Dimensions 

Flow Rates

 Description PVC Roof Drain 

 Material PVC 

Colour Grey 

 Thicknes
s 

3.5mm 

Armourplan PVC Vertical Rainwater Outlet 

Features&Benfits 
 Good UV resistance and durability

 Excellent mechanical properties and product
performance

 Efficient and safe installation

 Secure hot air welded interface

Seal Dimensions

Item Description Pipe Dia (mm) 

D95 Seal Large 110-130

D95 Seal Small 100-110
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